
Belden Style ISP2 Range 22AWG (8723)

Conductor: Stranded Tinned Copper Wire

Size: 22 AWG (7/0.25)

No of Pairs: see below

Insulation: see below (0.21mm) O/D 4.25mm

Screening: Individual Alu Foil Screen & Individual Drain Wire 24AWG

Outer Sheath: see below

Sheath Colours: see below

Weight: see below

 Range

Pairs Part Sheath Overall Weight

Number Colour (s) Diameter KG/KM

2 Pair LSF Sheath ISP2 LSF (8723 Eqv) Grey/White 4.2mm 32

2 Pair LSZH Sheath ISP2 LSZH (8723 Eqv) Grey 4.2mm

2 Pair PE Sheath ISP2 PE (8723 Eqv) Black 4.3mm 33

2 Pair SWA Sheath ISP2 SWA (8723 Eqv) Black 10.7mm 210

 Electrical Characteristics

Conductor DC Resistance 20°C [Ω/km] < 54.2 20°C [Ω/km] < 54.2

Rated Temperature 80°C 70°C

Rated Voltage 660V 600V

Insulation Resistance 20°C [MΩ/km] > 200 20°C [MΩ/km] > 200

Nominal Impedance 45 ohms

Nominal Capacitance 115 (PF/M;+/-10%)

Voltage Drop @ 380V, 100M, 1A <3.42V

LSZH

 Physical Characteristics



Belden Style OSC Range 24AWG (9536, 9538, 9540)

Conductor: Stranded Tinned Copper Wire

Size: 24 AWG (8/0.22)

No of Pairs: see below

Insulation: see below (0.29mm) O/D 1.15mm

Screening: Individual Alu Foil Screen & Indiv Drain Wire 24 AWG

Outer Sheath: see below

Sheath Colours: see below

Weight: see below

 Range

Pairs Sheath Overall Weight

Colour (s) Diameter KG/KM

6 Core LSF Sheath (9536) Grey 5.30mm 42

8 Core LSF Sheath (9538) Grey 5.70mm 49

10 Core LSF Sheath (9540) Grey 6.20mm 61

10 Core PE Duct Grade (9540) Black 6.20mm

Insulation Colours from:

Red, Blue Black, White, Orange, Brown, Green, Yellow, Violet,  Grey

 Electrical Characteristics PE

Conductor DC Resistance 20°C [Ω/km] 93.8 <86.2

Rated Temperature 80°C Minus 30 to 80°C

Rated Voltage 300V 450/750V

Insulation Resistance 20°C [MΩ/km] > 200 20°C [MΩ/km] > 200

Number

OSC6LSF

OSC10LSF

OSC10PE

Part

OSC8LSF

 Physical Characteristics



Belden Style OSP Range 24AWG (9502, 03, 04, 06, 08)

Conductor: Stranded Tinned Copper Wire

Size: 24 AWG (7/0.22)

No of Pairs: see below

Insulation: see below (0.32mm) O/D 1.25mm

Screening: Individual Alu Foil Screen & Individual Drain Wire 24AWG

Outer Sheath: see below

Sheath Colours: see below

Weight: see below

 Range

Part Sheath Overall Weight

Number Colour (s) Diameter KG/KM

2 Pair LSF Sheath OSP2LSF (9502 Eqv) Grey 5.60mm 32

3 Pair LSF Sheath OSP3LSF (9503 Eqv) Grey 5.90mm 49

3 Pair PE Sheath OSP3PE (9503 Eqv) Black 6.0mm 66

3 Pair LSZH Sheath OSP3LSZH (9503 Eqv) Grey 5.90mm 49

4 Pair LSF Sheath OSP4LSF (9504 Eqv) Grey 6.70mm 54

4 Pair LSZH Sheath OSP4LSZH (9504 Eqv) Grey 6.70mm 54

4 Pair PE Sheath OSP4PE (9504 Eqv) Black 6.70mm 72

6 Pair LSF Sheath OSP6LSF (9506 Eqv) Grey 7.40mm 66

6 Pair LSZH Sheath OSP6LSZH (9506 Eqv) Grey 7.60mm 66

8 Pair LSZH Sheath OSP8LSZH (9508 Eqv) Grey 8.20mm 97

 Electrical Characteristics

Conductor DC Resistance 20°C [Ω/km] < 80.00

Rated Temperature 70°C

Rated Voltage 300V

Insulation Resistance 20°C [MΩ/km] < 200

Nominal Impedence 100 Ohms

 Physical Characteristics

Pairs
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